
DIMENSIONS & TOLERANCES (in)

OVERALL ENVELOPE

Overall X 9.908"

Overall Y 0.500"

Overall Z 4.780"

KEY FEATURES

Plate thickness 0.500"

Cylinder carrier slot W 1.719"

Cylinder slot ceiling Z 4.893"

Form carrier slot W (flats) 0.960"

Form slot end radius dia 1.040"

Adjuster pocket W 0.360"

Adjuster pocket depth 0.375"

Adjuster pocket W (upper) 0.474"

Tab window radius 0.106"

Vibrator carrier slot W 0.960"

Vibrator lift ledge Z 3.951"

Vibrator pocket W 0.360"

Vibrator pocket depth 0.375"

Wheel tap drill 0.201" 2B

NOTES

ONE SETUP, ONE SIDE: every feature is cut from the
outboard face. No edge drilling, and the only tapped
hole is the track wheel's.

Form slots are FLAT-SIDED, not round-ended  the
flats stop the printed carrier rotating when the
adjuster screw turns.

Tab windows and nub dimples are BLIND pockets to the
stated depth; the round windows are a plunge plus a
circular interpolation.

Cut two, flip one: the far plate is the mirror of
the near plate.PART

carriage side plate

PART ID

side_plate

MATERIAL

1/2" 6061 aluminum

QTY

2

CATEGORY

Fabricate

DATE

2026-10-20

UNLESS OTHERWISE NOTED: DIMENSIONS IN INCHES, TOLERANCE ±0.005

GRAFIK  small proof press


